**Preffered Supplier Information**

NBS Reference M60 / 160  
Manufacturer: Dulux Trade, Brand of AkzoNobel  
Address: Wrexham Road - Slough - SL2 5DS UK  
Tel: 0044(0)3332227070  
E-mail:  
Website: www.duluxtrade.co.uk  
Supplier: Contact: Dulux.advice@akzonobel.com

**Product Description**

ICL Approved Specification  
Range: Vinyl Matt  
Description: A water-based emulsion that gives excellent coverage and application.  
Application: It is designed for coating ceilings, cornices, friezes, upper walls, lower walls and general wall areas, dadoes, staircases and soffits.  
Other: Pack sizes 1L, 2.5L, 5L and 10L  
This product can be thinned  
Normal finishing process is 2 full coats of the product and sometimes 1 coat could be sufficient

**Typical NBS Specification**

M60 Painting / Clear Finishing - 110 Vinyl Matt  
This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 110 emulsion paint  
This product is associated with the following NBSCreate clause: 45 - 35 - 84/ 320 water borne matt or falt finishes
**Imperial College**

**London**

**ARCHITECTURAL STANDARDS**

**PRODUCT DATA SHEET**

M60 / Painting / Clear Finishing

**M60 / 110**

**PREFERRED SUPPLIER INFORMATION**

NBS REFERENCE M60 / 130

MANUFACTURER:
Crown Trade, Crown Trade Paints Ltd
Address
Crown House - Hollins Road, Darwen, Lancashire BB30BG
Tel 0044 (0) 333227070
E-mail
Website: [www.crownpaintspec.co.uk](http://www.crownpaintspec.co.uk)
Supplier Contact: info@crownpaintspec.co.uk

**PRODUCT DESCRIPTION**

**ICL APPROVED SPECIFICATION**

<table>
<thead>
<tr>
<th>Range:</th>
<th>Matt Vinyl</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Description:</strong></td>
<td>A highly durable premium quality matt emulsion for interior use on wall and ceiling surfaces, where a flat non-reflective finish is required</td>
</tr>
<tr>
<td><strong>Application:</strong></td>
<td>For interior use only. Do not apply when air or substrate temperatures are likely to fall below 8 degrees centigrade or when the relative humidity is above 80% during application or the drying period</td>
</tr>
<tr>
<td><strong>Other:</strong></td>
<td>Finish: Matt</td>
</tr>
<tr>
<td></td>
<td>Drying Time: under normal drying conditions touch dry in 1-2 hours and recoatable after 4 hours. Allow for adequate ventilation during the drying period</td>
</tr>
<tr>
<td></td>
<td>Packaging: 250ml, 1, 2, 5, 10 litre</td>
</tr>
<tr>
<td></td>
<td>Wet film thickness 59 micrometres at 17 sqm per litre and Dry film thickness 17 micrometres at 17 sqm per litre</td>
</tr>
<tr>
<td></td>
<td>This product will remain usable for two years if stored correctly and unopened</td>
</tr>
</tbody>
</table>

**TYPICAL NBS SPECIFICATION**

M60 Painting / Clear Finishing - 110 Emulsion Paint

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 110 Emulsion Paint

This product is associated with the following NBS Create clause: 45 - 35 - 84/320 water-borne matt or flat finishes

Apply in accordance with BS 6150-2006 Code of Practice for painting of buildings and BS 8000: Part 12: 1989 Code of Practice for decorative wallcoverings and painting
<table>
<thead>
<tr>
<th>PRODUCT DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>ICL APPROVED SPECIFICATION</strong></td>
</tr>
<tr>
<td><strong>Range:</strong> Full Gloss</td>
</tr>
<tr>
<td><strong>Description:</strong> Full gloss is a solvent-borne, premium quality, durable, gloss finish for use over correctly prepared interior and exterior joinery and metalwork. Full Gloss has excellent opacity, film-build, gloss and colour retention</td>
</tr>
<tr>
<td><strong>Application:</strong></td>
</tr>
<tr>
<td><strong>Other:</strong></td>
</tr>
<tr>
<td>Finish: Gloss</td>
</tr>
<tr>
<td>Drying time: Recotable after 16 hours under normal drying conditions</td>
</tr>
<tr>
<td>Coverage: Up to 15 sq.m/litre on smooth basis</td>
</tr>
<tr>
<td>Wet film thickness:67 micrometres at 15 sqm/litre and Dry film thickness:40 micrometres at 15 sqm/litre</td>
</tr>
<tr>
<td>Under normal and frost free conditions this product will remain usable for up to two years if stored correctly and unopened</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>TYPICAL NBS SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>M60 Painting / Clear Finishing - 130 Gloss Paint</td>
</tr>
<tr>
<td>This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 130 Gloss Paint</td>
</tr>
<tr>
<td>This product is associated with the following NBSCreate clause: 45 - 35 - 84/ 310 Solvent-borne gloss finishes</td>
</tr>
</tbody>
</table>
**Imperial College**

**London**

---

**ARCHITECTURAL STANDARDS**

**PRODUCT DATA SHEET**

M60 / Painting / Clear Finishing

---

**PREFERRED SUPPLIER INFORMATION**

NBS REFERENCE M60 / 130

MANUFACTURER:

Dulux Trade, Brand of AkzoNobel

Address

Wrexham Road - Slough - SL2 5DS UK

Tel 0044(0)3332227070

E-mail

Website: [www.duluxtrade.co.uk](http://www.duluxtrade.co.uk)

Supplier: Contact: [Dulux.advice@akzonobel.com](mailto:Dulux.advice@akzonobel.com)

---

**PRODUCT DESCRIPTION**

ICL APPROVED SPECIFICATION

**Range:** High Gloss

**Description:** High gloss is a solvent-based finish suitable for the protection and decoration of most interior and exterior surfaces where a durable high gloss finish is required

**Application:** Severity of exposure, moderate to severe depending on substrate. Sheen level: high

**Other**

---

**TYPICAL NBS SPECIFICATION**

M60 Painting / Clear Finishing - 130 High Gloss

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 130 High Gloss

This product is associated with the following NBSCreate clause: 45 - 35 - 84/ 310 solvent-borne gloss finishes
Imperial College
London

ARCHITECTURAL STANDARDS
PRODUCT DATA SHEET
M60 / Painting / Clear Finishing

M60 / 150

Painting

PREFFERED SUPPLIER INFORMATION
NBS REFERENCE M60 / 150
MANUFACTURER:
Dulux Trade, Brand of AKZONOBEL.
Address
Wrexham Road - Slough - SL2 5DS UK
Tel 0044(0)3332227070
E-mail
Website: www.duluxtrade.co.uk
Supplier: Contact: Dulux.advice@akzonobel.com

PRODUCT DESCRIPTION
ICL APPROVED SPECIFICATION
Range: Eggshell

Description: Eggshell is a solvent-based, durable mid-sheen emulsion,

Application: for use on interior wood and metal windows, surrounds, glazing bars, doors, facings, screens, general metalwork, fiberglass, etc. Not suitable for spraying. Apply 1-2 coats of the Dulux Trade Undercoat - Apply 2 coats of the Dulux Trade Eggshell

Other Pack sizes 2.5 L and 5L
Coverage - 17 sq.m.
This product should not be thinned
Brush and roller application
Touch dry - 46 hours and re-coat time - 16 - 24 hours

TYPICAL NBS SPECIFICATION
M60 Painting / Clear Finishing - 150 Eggshell / Satin Paint

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 15 Eggshell / Satin Paint
This product is associated with the following NBSCreate clause: 45 - 35 - 84/312
Imperial College

London

ARCHITECTURAL STANDARDS
PRODUCT DATA SHEET
M60 / Painting / Clear Finishing

PREFERRED SUPPLIER INFORMATION
NBS REFERENCE M60 / 130
MANUFACTURER:
Crown Trade, Crown Trade Paints Ltd
Address
Crown House - Hollins Road, Darwen, Lancashire BB30BG
Tel 0044 (0) 3332227070
E-mail
Website: www.crownpaintspec.co.uk
Supplier: Contact: info@crownpaintspec.co.uk

PRODUCT DESCRIPTION

ICI APPROVED SPECIFICATION

Range: Acrylic Eggshell

Description: A water-based, premium quality fast drying, virtually order free emulsion as an alternative to solvent-borne eggshell. It has a highly durable satin lustre washable finish

Application: For use on broadwall areas and joinery

Other

Finish: Satin
Drying time: Under normal drying conditions touch in 1-2 hours and recoatable after 4 hours (with adequate ventilation)
Limitations: for interior use only. Do not apply when air temperatures fall below 8 degrees centigrade or when relative humidity is above 80% during application or drying periods
Wet film thickness: 62.8 micrometres at 16 sq.m. per litre and dry film thickness: 22 micrometres at 16 sq.m. per litre
Packaging: 2.5 and 5 litre

TYPICAL NBS SPECIFICATION

M60 Painting / Clear Finishing - 150 Eggshell/ Satin Paint

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 150 Eggshell/ Satin Paint
This product is associated with the following NBSCreate clause: 45 - 35 - 84/ 318 Water-borne mls sheen finishes
ARCHITECTURAL STANDARDS
PRODUCT DATA SHEET
M60 / Painting / Clear Finishing

PREFFERED SUPPLIER INFORMATION
NBS REFERENCE M60 / 150
MANUFACTURER:
Crown Trade, Crown Trade Paints Ltd
Address
Crown House - Hollins Road, Darwen, Lancashire BB30BG
Tel 0044 (0) 3332227070
E-mail
Website: www.crownpaintspec.co.uk
Supplier: Contact: info@crownpaintspec.co.uk

PRODUCT DESCRIPTION
ICL APPROVED SPECIFICATION
Range: Eggshell

Description: A solvent highly durable, washable eggshell finish for interior use only. It offers resistance to steam and condensation.

Application: Suitable for high traffic areas e.g. schools, hospitals, kitchens and

Other
Finish: Eggshell
Drying time: touch dry in 4 - 6 hours and recoatable after 16 hours (with proper ventilation during drying time). The whiteness intensifies as the paint dries. The sheen will reach its final level approximately 2 weeks after application
Limitations: for interior use only. Do not apply when air temperatures fall below 8 degrees centigrade or when relative humidity is above 80% during application or drying periods
Wet film thickness: 62.8 micrometers at 16 sq.m. per litre and dry film thickness: 30 micrometres at 16 sq.m. per litre
Packaging: 1, 2.5 and 5 litre

TYPICAL NBS SPECIFICATION
M60 Painting / Clear Finishing - 150 Eggshell/ Satin Paint

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 150 Eggshell/ Satin Paint
This product is associated with the following NBS Create clause: 45 - 35 - 84/ 312 Solvent-borne mid sheen finishes
Imperial College
London

ARCHITECTURAL STANDARDS
PRODUCT DATA SHEET
M60 / Painting / Clear Finishing

PREFFERED SUPPLIER INFORMATION
NBS REFERENCE M60 / 150
MANUFACTURER:
Crown Trade, Crown Trade Paints Ltd
Address
Crown House - Hollins Road, Darwen, Lancashire BB30BG
Tel 0044 (0) 3332227070
E-mail
Website: www.crownpaintspec.co.uk
Supplier: Contact: info@crownpaintspec.co.uk

PRODUCT DESCRIPTION
ICL APPROVED SPECIFICATION
Range: Water based primer undercoat

Description: A water based high performance acrylic primer/undercoat

Application: For use over primed metal and as a primer undercoat over joinery and under Crown Interior Acrylic Gloss

Other

Finish: Matt

Drying time: under normal drying conditions touch dry 1 hour and recoatable after 4 hours. Allow for adequate ventilation during the drying period

Limitations: for interior use only. Do not apply when air temperatures fall below 8 degrees centigrade or when relative humidity is above 80% during application or drying periods

Wet film thickness: 71 micrometers at 14 sq.m. per litre and dry film thickness: 25 micrometres at 14 sq.m. per litre

Packaging: 2.5 litre

TYPICAL NBS SPECIFICATION
M60 Painting / Clear Finishing - 150 Eggshell/ Satin Paint, 110 Emulsion

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 150 Eggshell/ Satin Paint, and 110 Emulsion Paint
**Imperial College**

**London**

<table>
<thead>
<tr>
<th>ARCHITECTURAL STANDARDS</th>
<th>Painting</th>
</tr>
</thead>
<tbody>
<tr>
<td>PRODUCT DATA SHEET</td>
<td>M60 / Painting / Clear Finishing</td>
</tr>
</tbody>
</table>

**PREFERRED SUPPLIER INFORMATION**

NBS REFERENCE M60 / 160  
MANUFACTURER: Dulux Trade, Brand of AKZONOBEL  
Address: Wrexham Road - Slough - SL2 5DS UK  
Tel: 0044(0)3332227070  
E-mail: www.duluxtrade.co.uk  
Website: www.duluxtrade.co.uk  
Supplier: Contact: Dulux.advice@akzonobel.com

**PRODUCT DESCRIPTION**

ICL APPROVED SPECIFICATION  
Range: Ultimate Woodstain  
Description: High performance solvent based exterior woodstain which produces a water repellent satin finish. Unique ultimate wood protection technology - exterior joinery is protected from weather for up to 10 years if used in accordance with instructions.


Other: Pack sizes 2.5L and 5L  
Coverage - 20 sq.m.  
This product should not be thinned  
Aquatech: Preservative Basecoat should be used first on bare timber (2 coats)  
Dulux Trade Ultimate Woodstain on top of the basecoat (2 - 3 coats)

**TYPICAL NBS SPECIFICATION**

M60 Painting / Clear Finishing - 160 decorative woodstain

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 160  
This product is associated with the following NBSCreate clause: 45 - 35 - 84/ 416
**Imperial College**

**London**

**ARCHITECTURAL STANDARDS**

**PRODUCT DATA SHEET**

**M60 / Painting / Clear Finishing**

**M60 / 160**

**REFERRED SUPPLIER INFORMATION**

NBS REFERENCE M60 / 130

MANUFACTURER:

Crown Trade, Crown Trade Paints Ltd

Address

Crown House - Hollins Road, Darwen, Lancashire BB30BG

Tel 0044 (0) 3332227070

E-mail

Website: [www.crownpaintspec.co.uk](http://www.crownpaintspec.co.uk)

Supplier: Contact: [info@crownpaintspec.co.uk](mailto:info@crownpaintspec.co.uk)

---

**PRODUCT DESCRIPTION**

**ICL APPROVED SPECIFICATION**

**Range:** Woodstain

**Description:** a durable woodstain for all exterior softwood and hardwood joinery.

**Application:** Particularly suitable for doors & window frames

**Other**

- Finish: Semi-gloss
- Drying time: recoatable after 16-24 hours under normal drying conditions
- Coverage: up to 15 sqm/litre in smooth surfaces
- Wet film thickness: 66 micrometres at 15 sqm/l and Dry film thickness: 29 micrometres at 15 sqm/l
- This product will remain usable for up to two years if stired correctly and remains un-opened

---

**TYPICAL NBS SPECIFICATION**

M60 Painting / Clear Finishing - 160 Decorative woodstain varnishng preservative

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 160 Decorative woodstain preservative

This product is associated with the following NBS Create clause: 45 - 35 - 84/ 418 Wood stains or dyes
**Imperial College**

**London**

**ARCHITECTURAL STANDARDS**

**PRODUCT DATA SHEET**

M60 / Painting / Clear Finishing

**PREFERRED SUPPLIER INFORMATION**

<table>
<thead>
<tr>
<th>NBS REFERENCE M60 / 160</th>
</tr>
</thead>
<tbody>
<tr>
<td>MANUFACTURER:</td>
</tr>
<tr>
<td>Dulux Trade, Brand of AKZONOBEL</td>
</tr>
<tr>
<td>Address:</td>
</tr>
<tr>
<td>Wrexham Road - Slough - SL2 5DS UK</td>
</tr>
<tr>
<td>Tel:</td>
</tr>
<tr>
<td>0044(0)333227070</td>
</tr>
<tr>
<td>E-mail:</td>
</tr>
<tr>
<td>Website: <a href="http://www.duluxtrade.co.uk">http://www.duluxtrade.co.uk</a></td>
</tr>
<tr>
<td>Supplier: Contact:</td>
</tr>
<tr>
<td><a href="mailto:Dulux.advice@akzonobel.com">Dulux.advice@akzonobel.com</a></td>
</tr>
</tbody>
</table>

**PRODUCT DESCRIPTION**

**ICL APPROVED SPECIFICATION**

<table>
<thead>
<tr>
<th>Range: Ultimate Woodstain</th>
</tr>
</thead>
<tbody>
<tr>
<td>Description: High performance solvent based exterior woodstain which produces a water repellent satin finish. Unique</td>
</tr>
</tbody>
</table>

**Other**

<table>
<thead>
<tr>
<th>Pack sizes 2.5L and 5L</th>
</tr>
</thead>
<tbody>
<tr>
<td>Coverage - 20 sq.m.</td>
</tr>
<tr>
<td>This product should not be thinned</td>
</tr>
<tr>
<td>Aquatech Preservative Basecoat should be used first on bare timber (2 coats)</td>
</tr>
<tr>
<td>Dulux Trade Ultimate Woodstain on top of the basecoat (2-3 coats)</td>
</tr>
</tbody>
</table>

**TYPICAL NBS SPECIFICATION**

M60 Painting / Clear Finishing - 160 decorative woodstain

This product is associated with the following NBS clauses: M60 Painting/ Clear finishing - 160

This product is associated with the following NBSCreate clause: 45 - 35 - 84/416